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Control Number: T5



Assigned Group:  




Initial Screening: 



Ballot:  Pass: ______/ Fail: _____



Effective for Race Year: 2019
2019 Rule Change Proposal

APBA #:   11990
E-mail:   BlitzA64@aol.com 
Telephone:
443-867-5504
Date:
10/29/18

          

Note: Proposals must be submitted to the Inboard Office by December 1, 2018 to be considered.  
Save and E-mail completed form to: inboardracing@apba.org or melildon@yahoo.com
US mail to   APBA Inboard Office    8039 Stone Barn Dr, West Chester, Ohio 45069
Check all that apply:

General Safety Rule



General Racing Rule



Stock Class Technical Rule *


Modified Class Technical Rule *
 X
Affected Class(es): All
Specific Rule Information:  [Note: All fields  must be completed for consideration.]
Author”s VERY BRIEF Summary of Proposed Action: Allow a minor port match of intake to heads for simplicity 
Affected Rule:  

46.5.4 Any cast iron cylinder head, as cast, available in U.S. market over the counter may be used, limited to 2 valves per cylinder. Porting and polishing is not permitted. No coatings or cover up of any kind allowed in the combustion chamber or ports. No additional machining beyond original specifications is permitted. Milling heads is permitted. Max intake valve size of 2.125 inches and maximum exhaust valve size of 1.710 is permitted.
Proposed rule:  ADD: PORT MATCHING OF THE INTAKE PORT SHALL BE PERMITTED WITH NO MORE THAN 1” INTRUSION OF THE PORT FROM THE INTAKE MOUNTING SURFACE.
New rule:
46.5.4 Any cast iron cylinder head, as cast, available in U.S. market over the counter may be used, limited to 2 valves per cylinder. Porting and polishing is not permitted. PORT MATCHING OF THE INTAKE PORT SHALL BE PERMITTED WITH NO MORE THAN 1” INTRUSION OF THE PORT FROM THE INTAKE MOUNTING SURFACE..  No coatings or cover up of any kind allowed in the combustion chamber or ports. No additional machining beyond original specifications is permitted. Milling heads is permitted. Max intake valve size of 2.125 inches and maximum exhaust valve size of 1.710 is permitted.
 Reason for change: Some intake manifolds are bigger or out of align bank to bank from the ports of the heads. Allowing this change will allow a better fit of aftermarket components used at a more reasonable cost to the competitor.
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